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Channel or path diversity is known to improve performance in physical layer designs, channel 
access strategies, path switching mechanisms, etc. In this paper, we focus on "user-level" 
mechanisms that operate simply by distributing packet transmissions ... 
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Multicasting is intended for group-oriented computing. There are more and more applications 
where one-to-many or many-to-many dissemination is an essential task. The multicast service is 
critical in applications characterized by the close collaboration ... 
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In the near future, we will see dramatic changes in computing and networking hardware. A large 
number of devices (e.g., phones, PDAs, even small household appliances) will become 
computationally enabled. Micro/nano sensors will be widely embedded in ... 
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This paper proposes S-MAC, a medium access control (MAC) protocol designed for wireless 
sensor networks. Wireless sensor networks use battery-operated computing and sensing 
devices. A network of these devices will collaborate for a common application ... 
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This paper presents a connection handoff interface between the operating system and the 
network interface. Using this interface, the operating system can offload a subset of TCP 
connections in the system to the network interface, while the remaining ... 
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This paper presents a connection handoff interface between the operating system and the 
network interface. Using this interface, the operating system can offload a subset of TCP 
connections in the system to the network interface, while the remaining ... 
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Our work targets a network architecture and accompanying algorithms for countering distributed 
denial-of-service (DDoS) attacks directed at an Internet server. The basic mechanism is for a 
server under stress to install a router throttle at selected ... 
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